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—@-— HDNSBERG Basic Pressure Switch

INDUSTRIAL FLUIDEOKTROL

diaphragm [ piston Mikropond PH /| PM-...M/K/S

GENERAL CHARACTERISTICS Male thread R1/8" brass/stainless stesl/stesl
Mechanical Prassure Switch for liquids of gaseous media.
A diaphragm (low pressure) or piston (high pressure) is
pre-friggered via spring with the possibilty to change the
spring characteristic. During the modification a switch

e
E value can be selected within a certain range.
(%]
& # good repeatabilty
{ﬁé # high pressure
3 # low hysteresis
e,
( %?’s-"
PM-002K004HS PH-002M004HS
TECHNICAL DATA
R Type PN adjustable range tolerance hysteresis operation weight
bar bar (rel.) (25C) bar (25T) bar principle kg
2 R1B P.-002MO04H. BO 0.15- 2 0.2 0.15 diaphragm 0.08
_E P -010MOO4H. 80 2 - 10 +0.3 0.2
R1/8" P.-020S004H. 300 10 - 20 0.4 0.3 diaphragm 0.08
7 P.-050S004H. 300 20 - 50 +1.0 08
W P -080S004H. 300 50 - BO +2.0 55
P.-150S004H. 300 50 =150 5.0 10 piston
- Ri@ P.-002K004H., BO 0.15- 2 +0.2 0.15 diaphragm 0.08
% P.-010K004H. 80 2 - 10 0.3 0.2
P.-020K004H, 150 10 - 20 +0.4 0.3
g P.-050K004H. 150 20 - 50 £1.0 0.8
5 P.-080K004H, 150 50 - 80 2.0 55
bl P.-150K004H. 150 80 -150 +5.0 10 piston
Adjustable range is indicated for increasing pressuna.
media temperature max. 60°C
PM- PH-
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SW24 EL SW24
" 24AF 24AF
il R 1/8" a _R 1/8°
DIN 2999 ~ DIN 2999
MATERIALS selting screw
protacted by cap
P.-002M to P.-0205 to P.-..K.
P.-010M P.-1505
body brass steal stainless steel
diaphragm NEBR NER NER
pistan - MBR NBR
Spring 5.5 14310 5.5 14310 5.5 1.4310
cap Myp PM  NBR NER NBR
cap Myp PH  mylon fiyles fiylan
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%‘: DNSBERG Basic Pressure Switch

wosoo IHDUBTRIAL FLUIDEDORNTROL

diaphragm / piston Mikropond PH | PM-...M/KIS
ELECTRICAL DATA wiring 0.212 wiring 0,214
meachanical switch n.o.

e,
48V AC 0.5 A (0.24 inductive)
Typ PM-: plug 6.3 DIN 46224 form A Ny I
protection class IP 54 'I |
P-..0

—
Typ PH-:  induction clamp o
protection class IP 65 P-.5 P é
MOUNTING POSITION METERING SUBSTANCES &;‘-‘
=
EL= LTl f @
watar = fas/air Q‘I
H S (7
O Attention!
ol Do nat use steel
body for water
NOMENCLATURE For combinations see table "technical data”
basic type
PM- 002 ™ 004 H § specification
PM- L] pressure switch with rubber cap
PH- ] prassure swilch with plastic cap
002 . § 0.15 - 2 bar (rel.)
010 . = 2- 10 bar (rel.)
020 ® o 10- 20 bar (rel.)
050 ® 8§ 20- 50bar(rel)
080 e 2 =0 80bar(rel)
150 ® B 50-150bar(rel)
M ] brass design (only 2 1o 10 bar)
5 L] steel design (only 20 to 150 bar)
K L] stainless steel design
004 ] connection thread R1/8
H . socket thread
5 = wiring 0.212 n.o.
o = wiring 0.214 n.c.
Programme option BASIC o mebran viton

Call Center: 02 10 50 555



= HONSBERG
—@r HDNSBERG Basic

INDUSTRIAL FLUIDEOKMTROL

diaphragm / piston
GENERAL CHARACTERISTICS
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Pressure Switch
Mikropond Pl-...A

Male thread R1/8" to R1/4" aluminium

Mechanical Pressure Switch for liquides and gaseous
media. A diaphragm (low pressure) or a piston (high
pressure) is pre- triggered via spring with the possibility to
change the spring characteristic. During this modification

e
§ a switch point can be selected within a certain range.
& # compact dimensions
{ﬁg # good repeatabilty .
3
e,
L
TECHNICAL DATA PI-300A008H
R Type PN adjustable range tolerance operation H; H; X weight
bar bar (rel.) (25C)bar  principle mm mm mm kg
R1/8" PI-005A004H 60 02- & #0.1 diaphragm 44 75 10 0.10
E PI-010A004H 100 0.5- 10 #1.2
z PI-025A004H 100 10 - 25 0.5
g PI-080A004H 150 25 - 80 1.0
" R4 P1-150A008H 600 30 -150 £7.0 piston 45 78 12 0.22
PI-300A008H 600 150 - 300 7.0
Adjustable range is indicated for increasing pressure. )
~ 53 external satting -
media temperature max. 60T - — SCTEW - -
hysteresis <30% from switch value 1—@' / ﬂ
| . _ﬁ_._r
: L ] Lo
MATERIALS S z —
body aluminium
diaphragm MNBR 1 ____] “’E [___'
piston brass
Spring stainless steal 1.4310 R_DIN 2989
MOUNTING POSITION ELECTRICAL DATA
mechanical switch — —
wiring 0,280 change over Trh -
250V AC  3A (2A inductive) [
plug DIN 43550-A | |
{E} protection class |P 85 2 3
For combinations see table
METERING SUBSTANCES NOMENCLATURE “technical data”™.
basic type
P é PI- 005 A 004 H specification
water gasiair 005 L % 0.2- 5bar(rel)
010 L] B 0,5- 10 bar (rel.)
®) 025 ® o 10 - 25bar(el)
— Joi 080 L] g 25 - B0 bar (rel)
150 L] =] 30 - 150 bar (rel)
300 e & 150 - 300 bar (rel.)
A L alurmirium
004 - connection thread R1/8"
oo8 L connection thread R1/4"
H = sockel thread
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